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FABRICS STYLE FLOCKS 

 

Technical data sheet  2021 

Fabric category name:  FLOCKS: power net figured (warp knitted open work figured) 6004 1000 10 

Fabrics in this category:  Class, F33, F97, H26, P19, R45, S43, Spider 

Tipo tessuto/Fabric type: Power net printed with not covering flocks in polyamide 

Finezza/Machine gauge: 56 

Composizione/Composition: 82% polyamide – 18% elasthane 

Altezza/Width:   150 cm, minima utile 140 cm 

Peso/Weight:   50 g/m2   ±10%  (i.e. weight tolerance: 45 – 55 g/m2) 

 

Elasticità/Zwick stretch (15 N) Ordito / Warp: 195% (155 – 240 %) 

    Trama / Weft:   55% (46 – 65 %) 

Restringimento/Shrinkage (DIN 53897): 

    Ordito / Warp: 8% 

    Trama / Weft: 8% 

Solidità colori/Colour Fastness: 3-4 
    DIN 54014 ISO 105 C01 
    DIN 54006 ISO 105 E01 
    DIN 54020 ISO 105 E04 
    DIN 54021 ISO 105 X12 
    Accordingly to Oko-Tex Standard 100 
Etichettatura di manutenzione / Textile care labelling: 

     

Non usare detergenti con brillantante ottico / Please use detergent without optical brightener 
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