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Fabrics: MIRROR and CANGIANTE

Specifiche tecniche – Technical data sheet  2023 

 Tipo tessuto/Fabric type: Circular textile fabric with full plastics coverage 100% polyester 

NC UE: 5903 9099
TARIC USA 5903 9025 00 
(textile laminated plastics of man made fiber – other – other) 

16% ELASTAN  84% POLYESTER 
115 g/m2 +- 5%        WIDTH  150 cm   +- 5%

COMPOSITION  
WEIGHT  

STABILITA’ DIMENSIONALE   LAVAGGIO 40°C TRAMA  WEFT +1%  - 3%
DIMENSIONAL STABILITY     WASHING  40°C ORDITO WARP   +1%  -5%

PROVE  DINAMOMETRO ELETTRONICO TRAMA WEFT 180 %  +- 20% 
ELECTRONIC DYNAMOMETER TESTS ORDITO WARP 140 %  +- 20% 

MACCHINA:ACQUATI    CARICO 15 N     VELOCITA’ 25 CM/MIN      CAMPIONE 50x100 MM      SCALA 0 – 20 N  

MACHINE                         LOAD                 SPEED                                SAMPLE                               SCALE 

PROVE  ALLUNGAMENTO MANUALE TRAMA WEFT 200  %  +-20% 
HAND ELONGATION TESTS ORDITO WARP 140  %  +-20%               

Etichettatura di manutenzione / Textile care labelling for colours: 
ARGENTO, ANTRACITE, NERO, BRONZO SCURO, ROSSO, ARANCIONE, ORO 

Etichettatura di manutenzione / Textile care labelling for colours: CANGIANTE, MUSCHIO, BLU 302 

ISTRUZIONI DI MANUTENZIONE
Lavare a mano con acqua fredda o a 30° C con detergente neutro.
Non lavare a secco.
Evitare sfregamenti eccessivi a secco ed umido. Evitare ammollo prolungato essendo le lamine a base d’acqua.
Stirare al rovescio con panno interposto senza vapore (ferro 1 punto).
Eventuale perdita di materiale di nobilitazione/decorazione è normale.
Tutte le lamine possono perdere brillantezza nel primo lavaggio, per poi stabilizzarsi.
Si rammenta che la tenuta della lamina è subordinata all'uso e alla destinazione del tessuto.
Un fattore che influenza la tenuta è il tipo di condizione di conservazione e magazzinaggio a cui è sottoposto il tessuto (umidità, calore, etc)

CARE INSTRUCTIONS
Cold water or 30° C Hand washing with neutral soap.
Do not dry clean.
Avoid excessive dry and wet rubbing. Avoid prolonged soaking since the foils are water based.
Iron on the reverse side with cloth in between without steam (Iron 1 point).
Eventual loss of finishing/decorating material is normal.
AII foils may loose brightness during the first washing to become more stable after.
We raccommend that the strenght of the foil depends on use and destinations of the fabric.
One factor that affects the strenght is the type of storage conditions that has undergone the fabric (humidity, heat)
AII foils may loose brightness during the first washing to become more stable after.
We raccommend that the strenght of the foil depends on use and destinations of the fabric.
One factor that affects the strenght is the type of storage conditions that has undergone the fabric (humidity, heat, etc)


	COMPOSIZIONE ELASTAN     16%
	COMPOSITION POLIESTERE              84%
	PESO  95 GM/M2  +- 5%    ALTEZZA 160  CM     +- 5%


